Chap. 5
NEC ESMPRO Manager and HP OpenView Network Node
Cooperation of Manager (HP OpenView Integration)

5.1 About HP OpenView Integration

5.2 Registration of NEC ESMPRO Agent

5.3 Monitoring of NEC ESMPRO Agent

5.4 Display of SNMP Trap of NEC ESMPRO Agent
5.5 Start-up of Operation Window and AlertViewer
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5.1 About HP OpenView Integration

Thanks to NEC ESMPRO Manager - HP OpenView Integration, you can utilize server management function
provided by NEC ESMPRO Manager on HP OpenView.

Alarm Browser
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HF OpenView Network Node Manager

5.1-1 How to use HP OpenView Integration

The following functions are added to HP OpenView Network Node Manager by HP OpenView
Integration.

Autodiscover of NEC ESMPRO Agent and deletion
- Status Polling of NEC ESMPRO Agent

Display of SNMP trap of NEC ESMPRO Agent
Start-up of Operation Window

Start-up of AlertViewer

Start-up of DataViewer

1. Installation Procedures

1. Install HP OpenView Network Node Manager before you install NEC ESMPRO Manager.
2. Install NEC ESMPRO Manager. At that time, check the checkbox of HP OpenView Integration on
Select Features Screen.
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After installation, reboot computer.
Select [Options]-[Customize]-[My Manager] of Operation Window menu.

5. Select [Use SNMP Trap Service] on [Method of receiving SNMP Trap] of [My Manager] Dialog Box
and click [OK] button.

6. Reboot computer.

»

To install HP OpenView Integration, HP OpenView Network Node Manager is required to be installed
beforehand.

In case HP OpenView Network Node Manager is not installed, HP OpenView Integration is not display
on the Select Features Screen of the procedure 2 above.

CAUTION
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5.2 Registration of NEC ESMPRO Agent

By utilizing Autodiscover, you can search NEC ESMPRO Agent and register it to HP OpenView Network Node
Manager.

1. How to execute AutoDiscover

1. Activate HP OpenView Network Node Manager and select symbol where server is registered for
AutoDiscover with mouse.
2. Select [NEC ESMPRO Manager]-[Agent Discovery] from [Tools] menu.

=0l x|

Map Edit Miew Performance Configuration Fault | Tools Options  Window  Help

A % =} 5 Report Presenter
) | P b Tetrninal Connect: Telnet
Unused IP Addresses
HP OpenView Launcher
Data Warehouse
MNEC ESMPRC Manager 3
SR LB Browser: Delete Agent
DL Erowiser
Internet ” Alertyiewer
Wiews: Home Base i X
Operation Window
Help
default [Read-rite] | [Auto-Lavout] [Connection Labels CFF] v

Screen of HP OpenView Network Node Manager

3. Display a list node for AutoDiscover and press [Next] button

dg The wizard will discover NEC ESMPRO Agent From the Following nodes underlie:

v Internet
Syskem Mame I Cornmuni; I IP Address I Subnet Mask |
i=1000-01 public 192,168.1.25 255,2585,255.0
capella.local public 192,168.1.86 255,255,255.0
REGLULUS public 192,1658.1.78 2EB5,255.255.0
RAaCk3 public 192,168,149 255,2585,255.0
110GAS public 192,168.1.56 255,255,255.0
S1LE public 192,1658.1,105 255,2585,255.0
S1TD public 192,1658.1,130 255,255.255.0
1Zu01 public 192,1658.1.151 2EB5,255.255.0
IZuoz public 192,1658.1,152 255,2585,255.0
Remaye from Discovery Target | Search Again |

To continue, click Mext,

Cancel | Help |

Node Selection for AutoDisover Screen
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4, Input setting for discovery details and press [Next] button.

e, Change the following settings as appropriate For your network,

SMMP Timeout: |1 32 {Sec)
SHMP Retries: |1 3:

To start the discovery process, click MNext,

< Back

Cancel Help

Discovery Details Setting Screen

5. AutoDiscover Screen is opened and it starts AutoDiscover automatically.

NEC ESMPRO Agent Discovery

e To stop the discovery process, click Stop.,

Sending SHMMP packets, [192.168,1.56,public, 1 times] ;l
Receiving SMMP packets, [192.168.1.49, public]

Receiving SNMP packets, [192,168,1.56, public]

Sending SMMP packets, [192.168.1.105,public, 1 times]

Receiving SHMP packets, [192.168.1,105, public]

Sending SMMP packets, [192.168,1,130,public, 1 times]

Receiving SMMP packets, [192.163.1,130, public]

Sending SMMP packets. [192.168.1.151,public, 1 tinnes]

Receiving SMMP packets. [192.168.1.151, public]
|Sending SHMP packets. [192.168.1.152, public, 1 times]

Restark | Stop |

To close the wizard, click Finish,

0 Help |

AutoDiscover Screen of NEC ESMPRO Agent

It detects NEC ESMPRO Agent for the node supporting SNMP registered on HP OpenView Network
Node and registers NEC ESMPRO Agent Symbol on relevant node submap.

Press [Remove from Discovery Target] button on Selection Screen for Discover.
-

POINT
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2. How to Delete

1. Activate HP OpenView Network Node Manager and select network symbol registered node to

delete with mouse.

2. Select [NEC ESMPRO Manager] from [Tools] menu and select [Delete Agent].

Map Edit Wiew Performance Configuration Fault | Tools Options Window Help

/3 % 5 s 0 Report Presenter
= k| % % Terminal Connect: Telnet
Unused IP Addresses
HP Cpenview Launcher
Data Warehouse 3
MEC ESMPRO Manager i =
- SHIP MIE Brovser Delete Agent
DT Browset:
o Alertyiewer
Wiews: Home Base ) )
Operation Window
Help
default [Read-YWrite] | [Auta-Layout] [Connection Labels OFf] v

Root Screen of HP OpenView Network Node Manager

3. Select item to delete from list and press [Delete] button.

Delete NEC ESMPRO Agent

dg Deleting MEC ESMPRO Agent symbols underlie:

Inkternet
Component MName | Submap Mame |
REGULUS REGULUS
11045 11045
IZu01 12101
IZu0z IZU0z

Select all | Delete | Close I Help

Screen of Node Section for Deletion

Press [Select All] button and all the symbols on the list are displayed.
/|

POINT
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5.3 Monitoring of NEC ESMPRO Agent

‘ 1. How to monitor Status of NEC ESMPRO Agent

NEC ESMPRO Agent Symbol registered in HP OpenView Network Node Manager displays status color

of NEC ESMPRO Agent.
ZIREGULUS -10] x|
Map Edit View Performance Configuration Fault Tools Options Window Help
=
4| | 7| [ +E
Intel MEC ESMERO Agent]
default [Read-Write] | [Auta-Layout] [Connection Labels Off] v

Symbol of NEC ESMPRO Agent

The colors of NEC ESMPRO Agent Symbol are set by default as follows:

Status of Server Color of Symbol
Normal Green
Warning Yellow
Error Red
Unknown Blue
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2. To start up DataViewer

Select Symbol of NEC ESMPRO Agent and select [NEC ESMPRO Manager:DataViewer] of Pop-up Menu.

REGULUS

| MEC ESMPRO Manager: Dal

Symbol NEC ESMPRO Agent
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5.4 Display of SNMP Trap of NEC ESMPRO Agent

You can display SNMP Trap NEC ESMPRO Agent sent on Alarm Browser of HP OpenView Network Node
Manager.

Moreover, when you select alarm of aim and right-click, detailed Dialog of alarm is displayed.

Confirm source of alarm by [Node] of detailed Dialog of alarm.

=lol x|
Eile Actions Wiew Help
Ack Corr Severity Date/Time Source Message
[ BN rri 10 zo 17:54:2¢4 capella.local RBeceived an SNMP trap from the NEC ESMPRO I‘Iana;l
l_ Minor Fri 10 Z0 17:55:86 capella.local Beceived an SNMP trap from the NEC ESMPRO Mana
'_ Minor Fri 10 Z0 17:E7:E3 capella.local Deceiwved an SNMP trap frow the NEC ESMPRO Mana
- BB rri 10 zo 17:59:01 capella.local Received an SNMP trap from the NEC ESMPRO Mana
l_ Minor Fri 10 Z0 18:00:34 capella.local RBeceiwved an SNMP trap frow the NEC ESMPRO Mana
'_ Normal Fri 10 Z0 12:02:08 capella.local Received an SNMP trap frow the NEC ESMPRO Mana
l_ Minor Fri 10 E0 18:03:40 capella.local Receiwved an SNMP trap frow the NEC ESMPRO Mana
l_ Normal Fri 10 20 18:05:13 capella.local RBeceiwved an SNMP trap frow the NEC ESMPRO Mana
'_ Minor Fri 10 Z0 18:06:45 capella.local Beceived an SNMP trap frow the NEC ESMNPRO Mana
l_ Normal Fri 10 Z0 18:08:182 capella.local Beceived an SNMP trap from the NEC ESMPRO Mana
l_ Minor Fri 10 Z0 18:09:54 capella.local RBeceiwved an SNMP trap frow the NEC ESMPRO Mana
'_ Normal Fri 10 Z0 15:11:30 capella.local Received an SNMP trap frow the NEC ESMPRO Mana
r Minor Fri 10 Z0 18:13:04 capella.local Beceived an SNMP trap from the NEC ESMPRO Mana
'_ Mormal Fri 10 Z0 18:14:40 capella_ local RBeceived an SNMP trap from the NEC ESMPRO Mana
'_ Minor Fri 10 20 18:16:15 capella.local Received an SNMP trap frow the NEC ESMPRO Mana v
<| 4
48 Alarms - Critical:14 Major:0 Minor:25 Warning:0 Mormal:9 v

Alarms Browser

Fri10 20 17:06:33

capella.local ! Alarm Source

Received an SHMP ¢ , ager [ mar_CAPELLA .
MNode] REGLILLIS

[Summary] CPU Load Ermar

[Dretail] Alert generation time : Friday, October 20, 2006 15:20 [-07:00]
CPU 1 load factar has excesded the upper threshald(E rmor].

[Action]

[Source] ESkCpuPerf

[Event D] 1073741720

[Type] CPLU

[Generated] 200671 020152059.000000-420

Detailed Dialog of Alarms

The trap of NEC ESMPRO Agent displayed on Alarm Browser is the one redirected to HP OpenView
s Network Node Manager from NEC ESMPRO Manager by Trap Redirection function of

NEC ESMPRO Manager.

The source of Alarm Browser displays the machine of redirection source. Check server name of actual

trap source by [Node] of message.

If you set to send traps from NEC ESMPRO Agent using SNMP, HP OpenView Network Node Manager

¥ May receive two types of traps: traps from NEC ESMPRO Agent and traps transferred by this function.
To avoid receiving traps from NEC ESMPRO Agent, configure the settings on HP OpenView Network
Node Manager so that you do not receive the traps with the following enterprise IDs:

1.3.6.1.4.1.119.2.24.4.1.* - 1.3.6.1.4.1.119.2.2.4.4.30.*
1.3.6.1.4.1.119.2.3.133.7.3

1.3.6.1.4.1.1608.1.1.1.9.1

1.3.6.1.4.1.2.6.158

1.3.6.1.4.1.318

1.3.6.1.4.1.6203.1.41
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5.5 Start-up of Operation Window and AlertViewer

1. To start up Operation Window

Select [NEC ESMPRO Manager] from [Tools] menu and select [Operation Window].

=0l

Map Edit View Performance Configuration Faulk | Tools Options Window Help

&£ Report Presenter
[ra] Terminal Connect: Telnet
Unused IP Addresses

HF Cpeniew Launcher
Diata Warehouse »
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i Agent Discovery
SHR MIE Browser: Delete Agent

DML Browser
Wiews: Home Bass

Intermet

default [Fead-write] | [Auto-Layout] [Connection Labels OFF] v

Root Screen of HP OpenView Network Node Manager

2. To start up AlertViewer

Select [NEC ESMPRO Manager] from [Tools] menu and select [AlertViewer].

=0l

Map Edit Wew Performance Configuration FEault | Tools Options ‘Window Help

. ; Report Presenter
= | | = | B
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Unused IP Addresses
HP Openview Launcher

Data Warehouse (3

NEC ESMPRO Manager Agent Discovery
SMME MIE Browser: Delete Agent
DML Browser
Views: Home Base

nternet]

default [Read-Write] | [Auto-Layout] [Connection Labels OFf] v

Root Screen of HP OpenView Network Node Manager
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