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Express5800/R120h-1M 

( N8100- 2753Y/2753S01Y ) 

 ご使用時の注意事項 

この度は弊社製品をお買い上げいただき、誠にありがとうございます。 

本製品のご使用において、ご注意いただくことがあります。（N8100-2753Y/2753S01Y） 

誠に恐れ入りますが、ご使用前に下記内容と「Express5800/R120h-1M,R120h-2M ご使用時の注意事項」を 

必ずご一読ください。 

なお、本書は必要なときにすぐに参照できるよう大切に保管してください。 

 

■本製品について 

本製品のハードウェア環境は、サポートしている NeoFace Accelerator の動作にストレスがかからないように最適

化されています。そのため、組み込みオプション製品が制限され、他のR120h-1M モデル装置と異なっています。 

 

■注意事項 

● N8100-2753Y/2753S01Yの付属品 

本製品 (N8100-2753Y/2753S01Y) の付属品は「Express5800/R120h-1M (N8100-2753Y/2753S01Y) ご使用

時の注意事項」（本書）になります。 

 

● 増設用 NeoFace Accelerator (N8105-52) 取り付け時の注意 

本装置に搭載できる NeoFace Accelerator の最大数は 2 台(1 装置あたり)です。 

・標準搭載：PCIe スロット#2 

・増設搭載：PCIe スロット#3 

 

● 増設用 NeoFace Accelerator (N8105-52) の設定時の注意 

増設用 NeoFace Accelerator (N8105-52)をセットする時には、必ず NeoFace Accelerator Utility CD 内の

「NeoFace Accelerator ユーザーズガイド」を参照してください。 

 

● N8100-2753Y/2753S01Y（CPU less model）使用時の注意 

本製品は CPU x 1 個での動作をサポートしておりません。 

 

● iLO上の表示について 

iLO 上、NeoFace Accelerator(N8105-52/-E52)は以下のように表示されますが、異常ではありませんので 

ご注意ください。 

・System Information - Device Inventory 
Product Name     : PCIe Controller 
Firmware Version  : N/A 
Status            : Unknown 
 

※また、Slot Detailsの以下は全てブランク表示となります。 
Product Part Number 
Assembly Number 
Serial Number 

 
・Firmware & OS Software – Firmware 

Firmware Name  : PCIe Controller 
Firmware Version : N/A 
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● サポートPCIカードと搭載可能スロット 

以下の表は N8100-2753Y/2753S01Y でサポートされたカードと搭載スロットの一覧になります。 

各カードの機能詳細については、カードに添付されているマニュアルをご参照ください。 

 

 
PCI ボードとスロットの動作周波数が異なる場合は低い方の周波数で動作します。 

 

型名 製品名 名称 RAID FLOM 1stライザーカード  3rdライザーカード 

補足事項 

スロット番号 － － SLOT1 SLOT2 SLOT3 

接続CPU CPU1 CPU2 

PCI規格 PCIe3.0 

PCIスロット性能*1 x8 x8 x16 x8 x16 

転送帯域/レーン*1 8Gb/s 

PCIボードタイプ*2 － － x16 x8 x16 

スロットサイズ RAID 

専用 

FLOM 

専用 

FH LP LP 

搭載可能サイズ HL HL HL 

N8103-190 
RAIDコントローラー(2GB, RAID 0/1/5/6) 

[PCI Express 3.0(x8)] 

● 

(標準) 
－ － － － バッテリーは装置あたり最大1個まで 

N8104-171 
1000BASE-T 接続LOM カード(4ch) 

[PCI Express 2.0(x8)] 
－ 

● 

(標準) 
－ － －  

N8105-E52 
NeoFace Accelerator 

[PCI Express 3.0(x8)] 
－ － － 

● 

(標準) 
2 

BTO組込出荷用 

増設時は3rd Riser(N8116-55)の手配が必須 

N8105-52 
NeoFace Accelerator 

[PCI Express 3.0(x8)] 
－ － － － 1 

2枚目増設用 

増設時は3rd Riser(N8116-55)の手配が必須 

N8105-51 
GPUコンピューティングカード 

[PCI Express 3.0(x16)] 

－ － 
● 

(標準) 
－ － N8100-2753Yの場合は標準搭載 

－ － ○ － － N8100-2753S01Yの場合はオプション 

N8104-178 
1000BASE-T 接続ボード(2ch) 

[PCI Express 2.0(x1)]  
－ － － － 1 増設時は3rd Riser(N8116-55)の手配が必須 

N8104-179 
1000BASE-T 接続ボード(4ch) 

[PCI Express 2.0(x4)]  
－ － － － 1 

ブーツ付ケーブルはサポート不可 

増設時は3rd Riser(N8116-55)の手配が必須" 

N8104-180 
1000BASE-T 接続ボード(2ch) 

[PCI Express 2.0(x4)]  
－ － － － 1 

ブーツ付ケーブルはサポート不可 

増設時は3rd Riser(N8116-55)の手配が必須" 

N8104-181 
1000BASE-T 接続ボード(4ch) 

[PCI Express 2.0(x4)]  
－ － － － 1 

ブーツ付ケーブルはサポート不可 

増設時は3rd Riser(N8116-55)の手配が必須" 

N8104-182 
10GBASE-T 接続ボード(2ch) 

[PCI Express 2.0(x8)]  
－ － － － 1 増設時は3rd Riser(N8116-55)の手配が必須 

N8104-184 
10GBASE-T 接続ボード(2ch) 

[PCI Express 3.0(x8)]  
－ － － － 1 増設時は3rd Riser(N8116-55)の手配が必須 

N8104-185 
10GBASE 接続基本ボード(SFP+/2ch) 

[PCI Express 2.0(x8)]  
－ － － － 1 増設時は3rd Riser(N8116-55)の手配が必須 

N8104-186 
10GBASE 接続基本ボード(SFP+/2ch) 

[PCI Express 3.0(x8)]  
－ － － － 1 増設時は3rd Riser(N8116-55)の手配が必須 

N8190-165 
Fibre Channel コントローラー(1ch) 

[PCI Express 3.0(x8)]  
－ － － － 1 増設時は3rd Riser(N8116-55)の手配が必須" 

N8190-166 
Fibre Channel コントローラー(2ch) 

[PCI Express 3.0(x8)]  
－ － － － 1 増設時は3rd Riser(N8116-55)の手配が必須" 

N8190-171 
Fibre Channel コントローラー(1ch) 

[PCI Express 3.0(x8)]  
－ － － － 1 増設時は3rd Riser(N8116-55)の手配が必須" 

N8190-172 
Fibre Channel コントローラー(2ch) 

[PCI Express 3.0(x8)]  
－ － － － 1 増設時は3rd Riser(N8116-55)の手配が必須" 

 

● 標準搭載 ○ 搭載可能 － 搭載不可    数字は搭載順序を示します。 

*1 PCI スロットのデータ転送速度は、転送帯域にレーン数を乗じたものになります。 

＜例＞ x8 レーン =64Gbps (片方向) 

*2 コネクタサイズを表します。ソケット数以下のカードが接続可能です。 

＜例＞x8 ソケット → x1 カード、x4 カード、x8 カードは搭載可能。X16 カードは搭載不可。 

･ 各カードの機能詳細についてはテクニカルガイドを参照してください。 

･ 製品名の[ ]内は、カード自身が持つ最高動作性能です。 

･ PCI スロットとPCI ボードの動作性能が異なるとき、低い方の性能で動作します。 

FH：フルハイト      LP：ロープロファイル 

FL：フルレングス     HL：ハーフレングス 

 

ヒント
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● 仕様 

 

型 名 N8100-2753Y/2753S01Y 

CPU 

搭載CPU、動作周波数 

コア数(C)/スレッド(T) (1CPU) 

インテル・スマート・キャッシュ(ラス

ト・レベル・キャッシュ) 

CPUボード(14C/Gold 6132)  2.60 GHz, 14C/28T, 19.25MB, TDP 140W 

CPUボード(20C/Gold 6138)  2GHz, 20C/40T, 27.50MB, TDP 125W 

CPUボード(18C/Gold 6140)  2.30 GHz, 18C/36T, 24.75MB, TDP 140W 

CPUボード(16C/Gold 6142)  2.60 GHz, 16C/32T, 22MB, TDP 150W 

CPUボード(20C/Gold 6148)  2.40 GHz, 20C/40T, 27.50MB, TDP 150W 

CPUボード(18C/Gold 6150)  2.70 GHz, 18C/36T, 24.75MB, TDP 165W 

CPUボード(22C/Gold 6152)  2.10 GHz, 22C/44T, 30.25MB, TDP 140W 

CPUボード(18C/Gold 6154)  3GHz, 18C/36T, 24.75MB, TDP 200W 

標準搭載数/最大搭載数 0/2 

チップセット インテル® C621 チップセット 

メモリ 

搭載容量 標準/最大 Registered DIMM : 64GB（標準搭載）/ Registered DIMM : 128GB (8x 16GB) 

搭載メモリ DDR4-2666 Registered DIMM (16GB) 

最大動作周波数 2666MHz (CPU毎の最大動作周波数はシステム構成ガイドを参照願います) 

誤り検出・訂正 ECC, x4 SDDC 

メモリスペアリング 対応 

メモリミラーリング 対応 

補助記憶

装置 

ドライブベイ 

内蔵 

スロット 

フロント 8x2.5型ドライブ 

リア なし 

内部 2x M.2 SATA SSD は非サポート 

内蔵標準 － 

内蔵最大 2.5型 SSD SATA 7.68TB (4x 1.92TB),  

ホットスワップ 対応 

インターフェース規格とRAID構成 SATA 6Gb/s : RAID 0/1/5/6/10/50/60          SAS 12Gb/s : RAID 0/1/5/6/10/50/60 

光ディスクドライブ 内蔵ドライブ接続 

FDD オプション: Flash FDD(1.44MB) *1 

拡張 対応スロット 

標準構成 

1x PCI Express 3.0 (x16レーン, x16ソケット) (フルハイト、ハーフレングス/スロット1)  

1x PCI Express 3.0 (x8レーン, x8ソケット) (ロープロファイル、ハーフレングス/スロット2) 

1x PCI Express 3.0 (x8レーン, x8ソケット) (RAIDコントローラー専用) 

1x PCI Express 3.0 (x8レーン, x8ソケット) (LOMカード専用) 

(オプションのライザーカードを手配することでPCIカードを増設できます。増設PCIカードは「サ

ポートPCIカードと搭載可能スロット」をご参照ください) 

グラフィ

ックス 

搭載チップ/ビデオRAM マネージメントコントローラーチップ内蔵 / 16MB 

グラフィック表示と解像度 1677万色: 640x480, 800x600, 1,024x768, 1,280x1,024, 1,600x1,200, 1,920x1,200 

標準インターフェース 

フロント 

標準 

1x USB3.0(Type A), 1x USB2.0(Type A) 

1x ステータスLEDパネル (Systems Insight Display) 

リア 

2x USB3.0 (Type A) , 1x アナログRGB (ミニD-Sub15ピン),   

1x マネージメント専用LANコネクタ (1000BASE-T/100BASE-TX/10BASE-T対応, RJ-45) 

4x データLANコネクタ (1000BASE-T/100BASE-TX/10BASE-T対応 (RJ-45)) 

LOMカード 4xデータLANコネクタ(1000BASE-T/100BASE-TX/10BASE-T対応 (RJ-45)) 

1x シリアルポート (オプション) 

内部 2x USB3.0 (Type A), 3x SATA 2.0 Port 

冗長電源 対応 

冗長ファン 対応 (標準, ホットプラグ可) 

外形寸法(幅x奥行きx高さ) 434.6mm × 707.0mm × 42.9mm (フロントベゼル/レール/突起物含まず) 

質量(最小/最大) 13.1kg /16.3kg  (レール含まず) 

電源 

標準搭載 

AC電源ユニット x2 

800W 80 PLUS® Platinum取得電源 (二極並行アース付きコンセント) (ホットプラグ可)  

AC100-240V±10%, 50/60Hz±3Hz (電源ケーブルは標準添付（2本）) 

省エネ法(2011年度基準)に基づくエネルギー消費効率 対象外 
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温度/湿度条件 
動作時: 10～35℃/8～90% 

保管時: －30～60℃/5～95%(動作時/保管時ともに結露しないこと) 

主な添付品 スタートアップガイド, 保証書,  フロントベゼル 

無償保証内容 

3年オンサイト保守サービス(月～金, 9:00～18:00, 翌営業日対応, 国民の祝日および年末年始等の

NEC指定日を除く) 

3年パーツ保証 

インストールOS － 

サポートOS NECサポート Microsoft® Windows Server® 2016 Standard, Microsoft® Windows Server® 2016 Datacenter, 

 

*1 必要に応じて購入してください。 

 

●本製品の構成について 

本製品 N8100-2753Y/2753S01Y Express5800/R120h-1M(NFA/64GB) は、以下の構成で工場から 

出荷されます。 

品名 数量 備考 

Express5800/R120h-1M 8x2.5型ドライブモデル 1  

AC電源ケーブル(3m) 2 

Express5800/R120h-1Mに実

装されています。 

16GB増設メモリボード(1x16GB/R/SR) 4 

RAIDコントローラー(2GB， RAID 0/1/5/6) 1 

増設バッテリー 1 

1000BASE-T接続LOM カード(4ch) 1 

GPUコンピューティングカード 

1 
N8100-2753Yの場合は実装

されます。 

－ 
N8100-2753S01Yの場合は実

装されません。 

内蔵DVDドライブ増設キット 1 

Express5800/R120h-1Mに実

装されています。 

ステータスLEDパネル 1 

内蔵DVD-ROM ドライブ 1 

高性能ファン 1 

電源ユニット(800W/Platinum) 2 

NeoFace Accelerator 1 

リモートマネジメント拡張ライセンス (Advanced) 1 

 
●型名の読み替えについて 

本製品のドキュメントを参照する際、下表に従い、ドキュメントに記載されている型名を読み替えてください。 
 

本製品に表示されている型名 ドキュメントに記載されている型名 

N8100-2753Y/ 2753S01Y N8100-2557Y 

 

 

 

■本件に関するお問い合せについて 

本書の内容に不明点がありました場合は、下記ファーストコンタクトセンターまでお問い合わせください。 

お問い合わせ先：ファーストコンタクトセンター 

ＴＥＬ  ：0120-5800-72 

受付時間 ：9:00～12:00 13:00～17:00 月曜日～金曜日(祝日を除く) 

※番号をお間違えにならないようお確かめのうえお問い合わせください。 

 

 

2018 年 12 月 3 版 
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Notes on Using 

Express5800/R120h-1M 

(N8100-2753F/ 2753S02F) 

 

Thank you for purchasing our product. 

There are precautions for using this server (N8100-2753F/ 2753S02F). 

Prior to using this server, make sure to read through the precautions described below and the separate document 

"Precautions for Using Express5800/R120h-1M, R120h-2M" attached to this server. 

Keep this document in a safe place for your future reference. 

 

 About this product 

The hardware configuration of this server is optimized for stress-free operation of NeoFace products supported by this 

product.  

And therefore the installable optional products are restricted and different from those on other R120h-1M models.  

 

 Precautions 

 Dedicated items attached to N8100-2753F/2753S02F 
Notes on Using Express5800/R120h-1M (N8100-2753F/2753S02F) (this document)  

 

 Notes on using additional NeoFace Accelerator (N8105-52)  
The maximum number of NeoFace Accelerators available on this server is two (per server). 

・Installation position (standard): PCIe Slot#2 

・Installation position (additional): PCIe Slot#3 
 

 Notes on setting NeoFace Accelerator 
When setting NeoFace Accelerator, make sure to refer to “NeoFace Accelerator User's Guide” stored in the 
NeoFace Accelerator Utility CD. 

 

 Notes on using N8100-2753F/ 2753S02F（CPU less model） 
This server does not support single CPU operation. 
 

 

 Notes on iLO 
NeoFace Accelerator (N8105-52/-E52) will be displayed in iLO as shown below. 
However, please note that it is not abnormal phenomenon. 
 
・System Information - Device Inventory 

Product Name     : PCIe Controller 
Firmware Version  : N/A 
Status            : Unknown 
 

※These items in Slot Details are all blank. 
Product Part Number 
Assembly Number 
Serial Number 
 

・Firmware & OS Software – Firmware 
Firmware Name  : PCIe Controller 
Firmware Version : N/A 
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●Supported PCI cards and available slots 

The following tables list supported cards and slots available for N8100-2753F/2753S02F. For details of the 

features of each card, refer to the manual supplied with the card. 

 
Tips If the operation performance of PCI card differs from that of PCI Slot, the PCI card  

operates at lower frequency. 

 

Part number Part name Riser card name RAID FLOM 1st riser card  3rd riser card 

Remarks 

Slot number － － SLOT1 SLOT2 SLOT3 

CPU connected CPU1 CPU2 

PCI standard PCIe3.0 

PCI slot performance *1 x8 x8 x16 x8 x16 

Bandwidth/lane *1 8Gb/s 

PCI board type *2 － － x16 x8 x16 

Slot size Dedicated 

to 

RAID 

Dedicated 

to 

LOM 

FH LP LP 

Available size HL HL HL 

N8103-190 
RAID Controller (2GB, RAID 0/1/5/6) 

[PCI Express 3.0(x8)] 

● 

(Standard) 
－ － － － Maximum of up to 1 battery per device 

N8104-171 
1000BASE-T LOM Card (4ch) 

[PCI Express 2.0(x8)] 

－ 
● 

(Standard) － － － N8100-2753F 

－ － － － － N8100-2753S02F 

N8105-E52 
NeoFace Accelerator 

[PCI Express 3.0(x8)] 
－ － － 

● 

(Standard) 
2 

Only BTO 

If it’s added, 3rd Riser (N8116-55) is needed. 

N8105-52 
NeoFace Accelerator 

[PCI Express 3.0(x8)] 
－ － － － 1 

For 2nd addition 

If it’s added, 3rd Riser (N8116-55) is needed. 

N8105-51 
GPU Computing Card 

[PCI Express 3.0(x16)] 
－ － 

● 

(Standard) 
－ －  

N8104-178 
1000BASE-T Card (2ch) 

[PCI Express 2.0(x1)] 
－ － － － 1 If it’s added, 3rd Riser (N8116-55) is needed. 

N8104-179 
1000BASE-T Card (4ch) 

[PCI Express 2.0(x4)] 
－ － － － 1 

Cable with boot is unavailable 

If it’s added, 3rd Riser (N8116-55) is needed. 

N8104-180 
1000BASE-T Card (2ch) 

[PCI Express 2.0(x4)] 
－ － － － 1 

Cable with boot is unavailable 

If it’s added, 3rd Riser (N8116-55) is needed. 

N8104-181 
1000BASE-T Card (4ch) 

[PCI Express 2.0(x4)] 
－ － － － 1 

Cable with boot is unavailable 

If it’s added, 3rd Riser (N8116-55) is needed. 

N8104-182 
10GBASE-T Card (2ch) 

[PCI Express 2.0(x8)] 
－ － － － 1 If it’s added, 3rd Riser (N8116-55) is needed. 

N8104-184 
10GBASE-T interface board (2ch) 

[PCI Express 3.0(x4)] 
－ － － － 1 If it’s added, 3rd Riser (N8116-55) is needed. 

N8104-185 
10GBASE Basic Car d(SFP+/2ch) 

[PCI Express 2.0(x8)] 
－ － － － 1 If it’s added, 3rd Riser (N8116-55) is needed. 

N8104-186 
10GBASE Basic Car d(SFP+/2ch) 

[PCI Express 3.0(x8)] 
－ － － － 1 If it’s added, 3rd Riser (N8116-55) is needed. 

N8190-165 
Fibre Channel Controller (1ch) 

[PCI Express 3.0(x8)] 
－ － － － 1 If it’s added, 3rd Riser (N8116-55) is needed. 

N8190-166 
Fibre Channel Controller (2ch) 

[PCI Express 3.0(x8)] 
－ － － － 1 If it’s added, 3rd Riser (N8116-55) is needed. 

N8190-171 
Fibre Channel controller (1ch) 

[PCI Express 3.0(x8)]"  
－ － － － 1 If it’s added, 3rd Riser (N8116-55) is needed. 

N8190-172 
Fibre Channel controller (2ch) 

[PCI Express 3.0(x8)]"  
－ － － － 1 If it’s added, 3rd Riser (N8116-55) is needed. 

● Installed as standard   ○ Installation Available   － Installation Not Available 
The numbers stand for the order of installation. 
*1 The data transfer rate of PCI slot is calculated from a transfer band multiplied by the number of lanes. 

<Ex.> x8 lanes = 64Gbps (one way) 
*2 Shows a connector size. Cards having the number of plugs or lower can be connected. 

<Ex.> x8 Plug→ x1card, x4card, or x8card can be installed. x16 card cannot be installed. 
・Refer to the technical guide for the detailed feature of each card. 

・We offer various types of riser cards. Depending on the types of riser cards, performance, form and support PCI card 
  of a slot may be different. Check the compatibilities of PCI cards referring to the list of riser cards. 
・In case the performances are different between a PCI slot and a PCI board, the device operates on the lower  
  performance. 
FH: Full height   LP: Low profile 
FL: Full length   HL: Half length 
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● Specifications 
 

型 名 N8100-2753F N8100-2753S02F 

CPU 

On-board CPU, operation 

frequency 

Number of cores (C)/ 

threads (T) (1CPU) 

Intel Smart Cache (Last 

level cache) 

CPUボード(14C/Gold 6132)  2.60 GHz, 14C/28T, 19.25MB, TDP 140W 

CPUボード(20C/Gold 6138)  2GHz, 20C/40T, 27.50MB, TDP 125W 

CPUボード(18C/Gold 6140)  2.30 GHz, 18C/36T, 24.75MB, TDP 140W 

CPUボード(16C/Gold 6142)  2.60 GHz, 16C/32T, 22MB, TDP 150W 

CPUボード(20C/Gold 6148)  2.40 GHz, 20C/40T, 27.50MB, TDP 150W 

CPUボード(18C/Gold 6150)  2.70 GHz, 18C/36T, 24.75MB, TDP 165W 

CPUボード(22C/Gold 6152)  2.10 GHz, 22C/44T, 30.25MB, TDP 140W 

CPUボード(18C/Gold 6154)  3GHz, 18C/36T, 24.75MB, TDP 200W 

Number of standard installation/  

Maximum installation 
0/2 

Chipset Intel® C621 Chipset 

Memory 

On-board capacity 

standard/ maximum 

64GB (Standard) / 

Registered DIMM : 128GB (8x 16GB) 

On-board Memory DDR4-2666 Registered DIMM (16GB) 

Maximum operation frequency 2666MHz (See System Configuration Guide regarding the maximum operation frequency of each CPU) 

Error Detection and Correction ECC, x4 SDDC 

Memory sparing Capable 

Memory mirroring Capable 

Secondary 

memory 

device 

Drive bay 

Built –in slot 

Front 8x2.5 inch drive 

Rear － 

Internal － 

Built-in standard － 

Maximum built-in 2.5 inch SSD SATA 7.68TB (4x 1.92TB),  

Hot-swap Capable 

Interface specification and 

RAID configuration 

SATA 6Gb/s : RAID 0/1/5/6/10/50/60 

SAS 12Gb/s : RAID 0/1/5/6/10/50/60 

Optical disk drive Internal drive (Standard) 

FDD Option: flash FDD(1.44MB) *1 

Expansion Corresponding Slots 

Standard configuration 

1x PCI Express 3.0 (x16 lanes, x16 sockets) (full-height, 3/4 length/slot1) 

1x PCI Express 3.0 (x8 lanes, x8 sockets) (low profile, half-length/ slot2) 

1x PCI Express 3.0 (x8 lanes, x8 sockets) (exclusive use for RAID controller) 

1x PCI Express 3.0 (x8 lanes, x8 sockets) (exclusive use for LOM card) 

(You can change PCI configuration by preparing optional raiser cards. See “Supported PCI cards and 

available slots” of the previous page for the detailed information.) 

Graphics Built-in chips/ video RAM Internal management controller chip/ 16MB 

Graphics and resolution 1677 million colors: 640x480, 800x600, 1,024x768, 1,280x1,024, 1,600x1,200, 1,920x1,200 

Standard interface 

Front 

Standard specification 

1x USB3.0(Type A), 1x USB2.0(Type A) 

1x Status LED Panel (System Insight Display) 

Rear 

2x USB3.0 (Type A), 1x Analog RGB (Mini D-Sub pin), 

1x Management Dedicated LAN Connector (Compatible with 1000BASE-T/100BASE-TX/10BASE-T, 

(RJ-45)) 

4x Data LAN Connector (Compatible with 1000BASE-T/100BASE-TX/10BASE-T (RJ-45)) 

1x Serial Port (Option) 

LOM card  

4x Data LAN Connector (Compatible with 

1000BASE-T/100BASE-TX/10BASE-T (RJ-45)) 

－ 

Internal parts 2x USB3.0 (Type A), 3x SATA 2.0 Port 

Redundant power supplies Capable ( Standard specification, hot plug-able) 

Redundant fans Capable (Standard specification, hot plug-able) 

Dimensions (Width x depth x height) 434.6mm × 707.0mm × 42.9mm (Front bezel/ rails /protuberances not included)  

Mass (Minimum*3 / maximum) 13.1kg /16.3kg (Rails not included) 

Power source 

Standard 

AC Power Unit  x2 

800W 80 PLUS® Platinum power supply unit (Outlet with two pole parallel earth) (Hot plug-able) 
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AC100-240V±10%, 50/60Hz±3Hz (Power cable type needs to be selected) 

Temperature/ humidity conditions During operation: 10～35℃/8～90%, 

In storage: －30～60℃/5～95%(both during operation and in storage, avoid condensation) 

Chief accessories Getting Started, Safety Precautions and Regulatory Notices, front bezel 

Install OS － 

OS supported NEC support Microsoft® Windows Server® 2016 Standard, Microsoft® Windows Server® 2016 Datacenter, 

 

*1 Please purchase as necessary. Regarding the main use, refer to the follow-up notes on Flash FDD in the system 

configuration guide. 

 

 

● Parts List 
This product, N8100-2753F/2753S02F Express5800/R120h-1M (NFA/64GB) is composed of the following parts. 

 

Product Name Qty. Note 

Express5800/R120h-1M 8x2.5-inch Drive Model 1  

16GB DDR4-2666 REG Memory Kit (1x16GB/SR) 4 
Installed in 

Express5800/R120h-1M 

RAID Controller (2GB, RAID 0/1/5/6) 1  

Battery Backup Unit 1  

Quad Port 1000BASE-T LOM Card 
1 N8100-2753F 

- N8100-2753S02F 

GPU Computing Card 1  

Internal DVD Drive Installation Kit 1  

Status LED Panel Kit 1  

Internal DVD-ROM drive 1  

High Performance Fan Kit 1  

800W Platinum Hot Plug Power Supply 2  

NeoFace Accelerator 1  

License for Remote Management (Advanced) 1  

 

● Product Model  
In case of use of the document about this product (the online document and the utility stocked by Starter 

Pack), please paraphrase the product model indicated on each document as the product model with the 

following table. 

 

Product model indicated this product Product model indicated each document 

N8100-2753F/2753S02F  N8100-2557F 
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● Battery Recycling 
 

For Customers in the USA and Canada 

 
Lithium ion batteries are recyclable. 

Please do not discard lithium ion batteries. 

For more information regarding the recycling of Lithium ion batteries, 

please call toll free at 1-800-822-8837 or visit Call2Recycle’s website at 

http://www.call2recycle.org 
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● For Inquiries Regarding this Matter 
If you have any questions on the contents of this document, please contact the dealer where you purchased the 

product or our sales representative. 
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